
Vanity Tops 
with Basins 
Integral and 

undermounted

Specifications

Properties

Range/Sizes

•	�High quality solid cast stone resin 
material. Also known as cultured marble. 

•	Handmade to order in the UK. 

•	�Vanity tops are 20mm thick plus edge 
detail. Edge details are typically 40mm but 
can be specified deeper up to 200mm. 

•	�Choice of edge profiles available. Please 
refer to technical diagrams. 

•	Manufactured to client’s specifications. 

•	�Vanity tops can be made to template to 
suit preferred cabinetry.

•	�Range of integral and undermounted 
ceramic basins available - please refer to 
technical diagrams.

•	�Polished cast outs for undermounted 
basins for a beautiful seamless feel.

•	�Finished with a protective polyester gel 
coat. High gloss finish. 

•	�The protective gel coat offers a fully 
stainproof material as an ideal alternative 
to real marble. 

•	�Available in over 90 colour options, 
including true to life marble and granite, 
as well as high gloss sparkle options and 
the exclusive metallic marbles.

Versital vanity tops with 
basins are the ideal option for 
both commercial and domestic 
applications.
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FULLY BESPOKE DURABLE & HYGIENIC UNPARALLELED 
COLOURS

STAINPROOF CLASS 0 FIRE RATING

Extensively tested to 
guarantee a completely  

stainproof and  
waterproof surface.

All Versital products are 
manufactured to order to 
supplied specifications.

The innate property of Versital 
and its protective gel coat 

offers exceptional durability 
and hygiene.

Conforms to the highest 
level of British standards and 

building regulations.

The largest range of true  
to life and exclusive  

colours on the market.

 01204 380780
sales@versital.co.uk

www.versital.co.uk

from 
250 
mm

up to
 
3000 

mm  
max without jointing

WATERPROOF

Surfaces are 100% waterproof 
and made in one piece - 

no seams or joints for 
water to escape. 

Edge Profiles

up to 
200 
mm

45 
mm

20 
mm

20 
mm

Basin Options
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NOT TO SCALE

Integral Basins

Minimum Top Size to 
Accommodate Integral Basins Note:

620x500mmA

560x490mmB

670x390mmE

670x540mmF

170 
mm deep

170 
mm deep

470 
mm

310 
mm

410 
mm

300 
mm

A B C

300 
mm

520 
mm

D E F

120 
mm deep

200 
mm

520 
mm

700 
mm

190 
mm

120 
mm deep

130 
mm deep

350 
mm

520 
mm

130 
mm deep

Cross Section

120 
mm

130 
mm

170 
mm

Undermounted Ceramic Basins

200 
mm 180 

mm

BASIN SITS 180mm BENEATH VERSITAL

Multiple undermounted basins available. 
Example to indicate minimum distance 
between basins. Single undermounted 
basins also available.

GEBERIT VARIFORM 
500.752.01.1  560x460mm OVERALL SIZE

GEBERIT VARIFORM 
500.748.01.1  480x390mm OVERALL SIZE

630 
mm

min.

90 
mm

140 
mm

660 
mm

90 
mm

140 
mm

580 
mm

670x490mmC

850x380mmD

Top size: 
Length x Width

560 
mm

min.

Minimum recommended distance 
to front and rear of basin

Minimum recommended distance 
to front and rear of basin


